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thium-ion
Products Range




teristics of

Over 75% capacity reserved after 4000 shifts operation
noise,Free of heavy metals,No 4000 Longer service life than lead-acid battery in equal working

C -volatilization. u . condition ,5 years or ten thousand hours quality guarantee
ey Long Ser\titi::g for high performance lithium battery assembly

a2 95%

| High Efficiency
Energy Saving

o
! -25 C Lithium battery is better than lead-acid battery when
) working between -25°C and 55°C

Low Temperature
Characteristics

2 C Flexible to charge, easy to operate, no impact on battery life
Quick Charge Unnecessary to change battery, cost saving

1000/ According to the characteristics of industrial vehicles, it
0 achieves safety protection design which includes lithium

& High Safety battery materials, battery core type, pack technique and

system power management

Lithium Battery

VS Lead-acid Battery

Chargingtime 812hours
Charging 60%
Battery Service Life 1200

Quality Guarantee 1 year

Mainteriéﬁ_c_éﬂf!ee Maintenance Regular Maintenance
-40°C Low Temperature Characteristics Out Of Order
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H3 Series Lithium-ion

Forklift Truck

Manufacturer’ s Data and Design Characteristics

www.heliforklift.net

Character
1.01 | Manufacturer HELI
1.02 | Model CPD10 CPD15 CPD18 CPD20 CPD25
1.03 | Configuration number HB3Li HB3Li HB3Li HB3Li HB3Li
1.04 | Rated capacity Q kg 1000 1500 1750 2000 2500
1.05 | Load center distance c mm 500
Tyre
2,01 | Tyretype Pneumatic tyre
2.02 | Wheel number(front/rear) 2/2
2.03 | Front wheel base W3 mm 890 890 920 960 960
2.04 | Rear wheel base W2 mm 920 920 920 950 950
2.05 | Tyre (front) 6.5-10-10PR 6.5-10-10PR 6.5-10-10PR 7.0-12-14FR 7.0-12-14PR
2.06 | Tyre(rear) 16X6-8-10PR 16X6-8-10PR 16X6-8-10PR 18X T-8-14PR 18X T7-8-14PR
Size
3.01 | Front overhang L2 mm 410 410 410 465 465
3.02 | Masttiltangle, front/rear a/B deg 6/12 6/12 6/12 6/12 6/12
3.03 | Height with mast retraction H1 mm 1995 1995 1995 2000 2000
3.04 | Free lifting height H3 mm 155 155 155 155 155
3.05 | Max. Lifting height H mm 3000 3000 3000 3000 3000
3.06 | Max. Height under working condition H2 mm 4040 4040 4040 4042 4042
3.07 | Overhead guard height H4 mm 2130 2130 2130 2150 2150
3.08 | Fork size:thickness Xwidth X length TXWXL4 | mm 32X100X770 35X100X320 35X100X320 40X 122 X920 40X 1221070
3.09 | Fork arm carrier, din standard 2A A 2A 2A 24
3.10 | Truck body length (fork excluded) L mm 2065 2065 2095 2400 2420
3.11 | Truck body width w1 mm 1086 1086 1086 1160 1160
3.12 | Turning radius r mm 1770 1770 1795 2065 2065
Performance
4.01 | Travelling speed: loaded/unloaded km/h 14/15 14/15 14/15 14/15 14/15
4.02 | Lifting speed: loaded/unloaded mm/s 350,490 340,490 330,490 3507480 340/480
4.03 | Lowering speed: loaded/unloaded mm/s 410/490 410/490 410/490 410/490 410/490
4.04 | Gradeability (loaded) % 18 1T 15 16 15
Weight
5.01 | Total weight (with /without battery) ke 2510/2230 2820/2540 2990/2710 3555/3220 | 3935/3600
Battery
6.01 | Battery voltage/capacity V/Ah 80/271 80/271
6.02 | Battery weight kg 280 335
Mator and controller
7.01 | Drive motor power(s2-60 minutes) kw 8 11
7.02 | Lifting motor power(s3-15%) kw 10 12
Others
m Type of drive control INMOTION

NOTE: l.Detailed information about battery, please contact our salesmen or engineer.

Lithium-ion Products Range 1-2



H3 Series Lithium-ion
Forklift Truck

LITHIUM BATTERY CHARGER

Lithium battery brand ENEROC EIKTO CNSG Hong sifang
Voltage/Capacity 80V/2T1Ah | 80V/404Ah | 80V/2T0Ah | 80V/300Ah ' 80V/200 Ah  80V/252 Ah | 80V/320Ah
Ast: Right angle stacking aisle width CPD10/CPD15/CPD18 ® = O O o) e
a: Clearance s CPD20/CPD25 ° o o o _ o o
b: Load Length -
Low temperature preheating ® _ ge
of lithium battery PACK ]
_ Charger DBOV-200A-Li DBOV-200A-Li-423 D LOOAL TREMA)
=2 ug‘» i R 3¥: ® standard, O optional, — non-configurable
P R — = WIDE VIEW MAST
E. " Ast=r+L2+b+a :
L Mast overall
Max. Load capacity (fo?flt%htthe - o Maltst
Mast | lifting (load center 500mm)(kg) ground) ervice weight(kg) ti
model | height (mm) angle

Load Curve MM\ 1e | 15t 18r | 2t | 25t (1-18¢)2:251 1t | 15t | 18t | 2 | 25t | gy

2500 '
. | CPDI0 CPD15 CcP8 M200 | 2000 | 1000 | 1500 | 1750 | 2000 | 2500 | 1495 | 1500 | 2445 | 2755 | 2925 | 3465 | 3845 | /12
___ 2000 o CPD20 CPD25 M250 | 2500 | 1000 | 1500 | 1750 | 2000 | 2500 | 1745 | 1750 | 2475 | 2785 | 2955 | 3510 | 3890 | 6/12
o ] ] ]
=~ 1750 \ .
Z 1500 M300 | 3000 | 1000 | 1500 | 1750 | 2000 | 2500 | 1995 | 2000 | 2510 | 2820 | 2990 | 3555 | 3935 | g/12
g 1250 —~—
6 ._______h"““--_______ M330 | 3300 | 1000 | 1500 | 1750 | 2000 | 2500 | 2745 | 2150 | 2530 | 2840 | 3010 | 3580 | 3960 | &/12
1000 e — ! ! |
750 M350 | 3500 | 1000 | 1500 | 1750 | 2000 | 2500 | 2245 | 2250 | 2540 | 2850 | 3020 | 3600 | 3980 | g/12
-_‘_‘_‘_‘-_‘———. . . .
500
500 600 70O 800 900 1000 1100 M370 | 3700 | 1000 | 1500 | 1750 | 2000 | 2500 | 2345 | 2350 | 2555 | 2865 | 3035 | 3615 | 3995 6/6
LOAD CENTER(mm) M400 | 4000 | 1000 | 1500 | 1700 | 2000 | 2450 | 2545 | 2550 | 2605 | 2915 | 3085 | 3675 | 4055 6/6
Note: The vertical axis stands for load capacity and the harizontal axis stands for load center which is calculated from M425 | 4250 | 1000 | 1400 ‘1 ?Zg 1850 | 2250 | 2670 | 2675 | 2620 | 2930 | 3100 | 3700 | 4080 ‘6?:2
the front surface of the forks to the gravity of the standard load. the standard load means a cubic with 1000mm edge 1550 6/6
length. when mast is tilted forward, using non-standard forks or loading large goods, the load capacity will be M450 | 4500 | 950 | 1350 *1700 1800 | 2150 | 2795 | 2800 | 2635 | 2945 | 3115 | 3725 | 4105 *6/12
reduced. The load capacity of standard mast at different load center can be known from this load chart. 1000 | 1000 | 1600 | 1600 6/6
M500 | 5000 | 930 “1250 |*1600 | *1700 | *2000 3045 | 3050 | 2670 | 2980 | 3150 | 3770 | 4150 “6/6
800 750 | 1500 | 1500 3/6
M550 | 5500 | 900 |.;0c0 (%1300 | *1600 et 3345 | 3350 | 2730 | 3040 | 3210 | 3845 | 4225 /6
550 | 500 | 400 | 950 | 950 3/6
Me00 | 6000 «a00 | 950 |*1200 | *1500 | *1800 3595 | 3600 | 2760 | 3070 | 3240 | 3895 | 4275 /6

NOTE: (1) *refers to rated capacity with double tires.

WIDE VIEW FULL FREE 2-STAGE MAST WIDE VIEW FULL FREE 3-STAGE MAST

Mast averall . Mast overall e
; Free liftin : Free [iftin
Max. e (forFEIt% i _heightg SerE WeIgRT] M._aLtst Max. Load capacity (for}f{t%ht’j‘le . .hEightg Service weight(kg) “‘EST
Mast  lifting (load center 500mm)(kg) ground) Mﬂ}garﬁi}(rest} ’ 'ghiKg 1 Mast [lifting.  (load center 500mm)(kg) ground) _EMItf}r?!argliIESt} e A it
model height (mm) ar{}g)le model/height, (mm) ar:g)[e
MM q¢ | 15t | 1.8t | 2t | 25t [1-1.8t2-2.5t[1-1.8t}2-2.5t 1t 1.5t | 28t | 2t | 2.5 a/B ALY B 1.5t | 1.8t | 2t | 2,5t |1-1.8t|2-2.5t(1-1.8t[2-25t| 1t | 1.5t | 1.8t | 2t | 2.5 alB
ZM200 2000 | 1000 | 1500 | 1750 | 2000 | 2500 | 1495 | 1500 | 485 | 495 | 2490 |2800 | 2970 | 3475 | 3855 | 6/12 ZSM360) 3600 | 1000 | 1450 | 1750 | 2000 | 2400 | 1790 | 1795 | 775 | 795 | 2605 |2915 | 3085 | 3680 4060| 6/6
ZM250 2500 | 1000 | 1500 | 1750 | 2000 | 2500 | 1745 [ 1750 | 735 | 745 | 2520 |2830 | 3000 | 3520 | 3900 | 6/12 ZSM400| 4000 | 1000 | 1400 | 1600 | 1900 | 2300 | 1925 | 1920 | 910 | 920 | 2630|2940 | 3110 | 3715/ 4095| 6/6
1500 6/6
ZM300 3000 [ 1000 | 1500 | 1750 | 2000 | 2500 | 1995 | 2000 | 985 | 840 | 2555|2865 | 3035 | 3570 | 3950 | 6/12 Z5M435| 4350 | 950 | 1300 *1700 1850 | 2200 | 2040 | 2045 | 1025 | 1045 | 2650 | 2960 | 3130 | 3750 4130 “6/6
1500 6/6
ZM330 3300 [ 1000 | 1500 | 1750 | 2000 | 2500 | 2145 | 2150 | 1135 | 990 | 2580 |2890 | 3060 | 3590 | 3970 | 6/12 Z5M450| 4500 | 950 | 1300 1650 1750 | 2100 | 2090 | 2095 | 1075 | 1095 | 2660 | 2970 | 3140 | 3760 4140 “6/6
1450 6/6
ZM350 3500 | 1000 | 1500 | 1750 | 2000 | 2500 | 2245 | 2250 | 1235 | 1090 | 2590 | 2900 | 3070 | 3620 | 4000 | 6/12 Z5M470| 4700 | 930 | 1280 *1600 1720 | 2000 | 2160 | 2160 | 1145 | 1160 | 2680 | 2990 | 3160 | 3780 | 4160 “6/6
1400 6/6
ZM370 3700 [ 1000 | 1500 | 1750 | 2000 | 2450 | 2345 | 2350 | 1335 | 1205 | 2605 [ 2915 | 3085 | 3635 | 4015 | 6/6 Z5M480| 4800 | 920 | 1250 *1580 1700 | 1950 | 2190 | 2195 | 1175 | 1195 | 2690 | 3000 | 3170 | 3790 4170 “6/6
1000| 1000 1600 6/6
ZM400 4000 | 1000 | 1500 | 1750 | 2000 | 2400 | 2545 | 2550 | 1535 | 1390 | 2655 | 2965 | 3135 | 3700 | 4080 | 6/6 7SM500| 5000 | 900 +1200|*1550 1600 *1900 2290 | 2295 | 1275 (1295 | 2710 | 3020 | 3190 | 3820 | 4200 “6/6
1650 6/6 750 | 750| 750 1500 3/6
27 21 424
ZM425| 4250 | 1000 | 1400 1750 1850 | 2250 | 2670 | 2675 | 1660 | 1515 | 2670 | 2980 | 3150 | 3725 | 4105 6/12 Z5M540| 5400 *900 |*1100[*1380 1500 1800 2415 | 2420 | 1400 | 1420 30|3040 [ 3210 | 3860 0 /5
1550 6/6 550 | sp0| 450| 950 950 3/6
4 4 9 1 18 21 27 28 178 2 11 2! 9251 4
ZMA450 4500 | 950 | 1350 |, - | 1800 | 2150 | 2795 | 2800 5| 1640 | 2690 3000 | 3170 | 3750 | 4130 |.g - ZSMEOD| 6000 | sz | w1000 1280 | 1450 | *1700| 2640 | 2645 | 1625 1645 | 2805|3115 3285 | 3925 4305/ 5 0
7000 | 1000 | 1600 | 1600 6/6 5 23 % 600, 600 3/3
ZM500) 5000 | 930 1250 k1600 11700 #2000 3045 | 3050 | 2035 | 1910 | 2725 | 3035 | 3205 | 3795 | 4175 “6/6 Z5M650| 6500 | *B00 | *950 [*1150 13001 *1500 2840 | 2835 | 1835 | 1835 | 2840 | 3150 | 3320 | 3980 4360 3,3
850| 800 | 1500 1500 3/6 7 i i 3 =
ZM550) 5500 | 900 1050 11350 [*1600 |*1900 3345 | 3350 | 2335 | 2190 | 2785 | 3095 | 3265 | 3880 | 4260 36 ZSM700| 7000 | *650 | *700 | *800 |*7000(*1100|3025 | 3105 | 2020 | 2105 | 2880 [ 3190 | 3360 | 4045 | 4425 *3/3
600 | 500| 450| 950| 950 3/6 T :
ZM8e00 6000 3595 | 3600 | 2585 | 2440 | 2 1 9 431 NOTE: (1)* refers to rated capacity with double tires.
*850 | *950 [*1250 [*1500 [*1800 820 | 3130 | 3300 | 3930 | 4310 *3/6 (2) 1-1.8T: free lifted height 480mm increased without backrest,
o : (3) 1-1.87: free lifted height 440mm increased without backrest when assembled with pulley block,
NOTE: (1)* refers to rated capacity with double tires. (4) 2-2,5T: free lifted height 320mm increased without backrest.
{2)1-1.87: free lifted height 365mm increased without backrest, (5) 2-2.5T: free lifted height 90mm increased without backrest when assembled with pulley block.

{3)2-2.57: free lifted height 290mm increased without backrest,

Lithium-ion Products Range 34
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G Series Lithium-ion
Forklift Truck
(Upgrades)

www.heliforklift.net

Manufacturer’ s Data and Design Characteristics

Characteristics
1.01 | Manufacturer HELI
1.02 | Model CPD10 CPD15 CPD18
1.03 | Configuration number GB2Li/GB3Li GB2Li/GB3Li GB2Li/GB3Li
1.04 | Rated capacity [ kg 1000 1500 1800
1.05 | Load center distance . C mm 500 500 500
Tyre
201 | Tyretype Pneumatic tyre Pneumatic tyre Pneumatic tyre
2.02 | wheels, number front rear (x=driven wheels) 2X/2 22 2X/2
2.03 | Frontwheel base W3 mm 910 910 910
2.04 | Rearwheel base w2 mm 920 920 920
205 | Tyre (front) 6.00-9-10PR 6.00-9-10PR 6.00-9
2.06 | Tyre(rear) 16x6-8-10PR 16x6-8-10PR 16x6-8-10PR
Size
3.01 | Frontoverhang L2 mm 390 390 390
3.02 | Masttilt angle, front/rear a/B i 6/8 6/8 6/8
3.03 | Height with mast retraction H1 mm 1985 1985 1985
3.04 | Free lifting height . H3 mm 145 145 145
3.05 | Max. Lifting height . H mm 3000 3000 3000
3.06 | Mast height, extended | h2 mm 4030 4030 4030
3.07 | Overhead guard height H4 mm 2130 2130 2130
3.08 | Fork size:thicknessxwidthxlength TxWxL4 mm 32x100x770 35x100x920 35x100x920
3.09 | Forkcarriage, dinstandard 2A 2A 2A
3.0 | Truck body length (fork excluded) L mm 2070 2070 2070
311 | Truck body width w1 mm 1086 1086 1086
312 | Turning radius f mm 1750 1750 1750
Performance
4.01| Travelling speed: loaded/unloaded km/h 15/16 15/16 15/16
4.02| Lifting speed: loaded/unloaded mm/s 410/600 400/600 380/600
4.03| Lowering speed: loaded/unloaded mm/s 400/500 400/500 400/500
4.04| Gradeability (loaded) % 24 22 20
Weight
1501/ Total weight (with /without battery) | kg | 2700/2350 2955/2605 3105/2755
Battery
6.01| Batteryvoltage/capacity V/Ah 80/202 80/202 80/202
6.02| Battery weight kg 230 230 230
Maotor and controller 350 350 350
7.01| Driving motor power (52-60min) kw kWsa.2 8.2 8.2
7.02| Lifting motor power{s3-15%) kw 10.6 10.6 10.6
Others
8.01| Type of drive control | | ZAPI/INMOTION ZAPI/INMOTION ZAPI/INMOTION

Note:For configuration number,2:ZAPI Controler. 3:INMOTION Controler

Lithium-ion Products Range 5-6
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LITHIUM BATTERY CHARGER

Ast: Right angle stacking aisle width

a: Clearance
b: Load Length

Ast=r+l 2+b+a

Lithium batte China Avitation
MODEL brand Y ENEROC CNSG Hong SIFANG Lithium Battery
Voltage— P2 | 404ah | 542ah | 400Ah | 500Ah | 600Ah | T50Ah | 400Ah | 540Ah
CPD10/CPD15/CPD18 48V @ - O O — s o) -
Low temperature preheating of
iithium battery PACK 8 L -

Charger

48V
80V

D48V-200A-LI D48V-200A-LI-423

D80V-200A-LI  D8OV-200A-Li-423

Note: @ standard, O optional, — non-configurable

G Series Lithium-ion

Forklift Truck

4000
CPDI0  CPD15
3500 |
= 3000
Ty
> 2500
< 2000
o
S 1500 4\
-_-___-_-___-—-——_
1000 e —
]
500
500 700 900 1100
LOAD CENTER(mm)

CPD18

Note: The vertical axis stands for load capacity and the horizontal axis stands for load center which is calculated from

the front surface of the forks to the gravity of the standard load. the standard load means a cubic with 1000mm edge

length. When mast is tilted forward, using non-standard forks or loading large goods, the load capacity will be

reduced. The load capacity of standard mast at different load center can be known from this load chart.

WIDE VIEW MAST
Mae 1%‘?:1(; Load capacity (load center 500mm)(kag) -(fa?ia;gtt%\;eéargttj:é (T,'m) Mas};ci)lt g;‘ le Service weight(kg)
model height
Ll 1t 1.5t 1.8t 1-1.8t 1-1.8t 1t 1.5t 1.8t
M200 2000 1000 1500 1800 1485 6/8 2670 2925 3075
M250 2500 1000 1500 1800 1735 6/8 2685 2940 3090
M300 3000 1000 1500 1800 1985 6/8 2700 2955 3105
M330 3300 1000 1500 1800 2135 6/8 2720 2975 3125
M350 3500 1000 1500 1800 2235 6/8 2735 2990 3140
M370 3700 1000 1500 1800 2335 6/8 2745 3000 3150
M400 4000 1000 1500 1800 2535 6/5 2795 3050 3200
M425 4250 1000 1500 1800 2660 6/5 2810 3065 3215
M450 4500 1000 1400 1600 2785 6/5 2830 3085 3235
M500 5000 1000 1200 1350 3035 -3?? 2860 315 3265
M550 5500 500 1100 1200 3335 e 2920 3175 3325
M600 6000 o oo w33 3585 e 2955 3210 3360
Note: (1) *refers to rated capacity with dual front tires or widen tires;

(2)

1-1.8t: free lifting height 36 5mm increase without backrest .

WIDE VIEW FULL FREE 2-STAGE MAST

Max. . Mast averall Free lifting height i . :
Mast “ﬂlng Load Capacﬁy (load center SUOmm)(kg) hEIght(mm) (Wfth back?est};?ﬂm] MBSEP}H g?ﬁgie Service WElght{kg}
model height

R 1t 1.5t 1.8t 1-1.8t 1-1.8t 1-1.8t 1t 1.5t 1.8t
ZM200 2000 1000 1500 1800 1485 478 6/8 2680 2935 3085
ZM250 2500 1000 1500 1800 1735 728 6/8 2715 2970 3120
ZM300 3000 1000 1500 1800 1985 978 6/8 2750 3005 3155
ZM330 3300 1000 1500 1800 2135 1128 6/8 2770 3025 3175
ZM350 3500 1000 1500 1800 2235 1228 6/8 2785 3040 3190
ZM370 3700 1000 1500 1800 2335 1328 6/8 2795 3050 3200
ZM400 4000 1000 1500 1800 2535 1528 6/5 2845 3100 3250
ZM425 4250 1000 1500 1800 2660 1653 6/5 2865 3120 3270
ZM450 4500 1000 1400 1600 2785 1778 6/5 2885 3140 3290
ZM500 5000 1000 1200 1350 3035 2028 .gf,g 2915 3170 3320
ZM550 5500 900 1100 o 3335 2328 R 2980 3235 3385
ZM600 6000 iope W a0 3585 2578 e 3010 3265 3415

Mote : E1 ; *refers to rated capacity with dual front tires or widen tires;
2) 1-1.8t: free lifting height 365mm increase without backrest .

WIDE VIEW FULL FREE 3-STAGE MAST

Vst lfna Load capacity ((oad center 500mm)(k) e SR e e R Service weight(kg)
model height
ALEL 1t 1.5t 1.8t 1-18t 1-1.8t 1-1.8t 1t 1.5t 1.8t
Z5M360 3600 1000 1500 1800 1780 770 6/8 2795 3050 3145
75M400 4000 1000 1500 1800 1915 905 6/5 2820 3075 3170
Z5M435 4350 1000 1450 1650 2030 1020 6/5 2845 3100 3195
Z5M450 4500 1000 1400 1600 2080 1070 6/5 2855 3110 3205
! Z5M470 4700 1000 1350 1550 2150 1140 6/5 2870 3125 3220
75M480 4800 1000 1300 1500 2180 1170 6/5 2880 3135 3230
Z5M500 5000 1000 1200 1300 2280 1270 e 2900 3155 3250
Z5M540 5400 1000 1000 192 2405 1395 23 2925 3180 3275
Z5M600 6000 & Eaa i 2630 1620 g;g 2995 3250 3345
Z5M650 6500 - L " ?% 2830 1820 gjg 3035 3290 3385
Z5M700 7000 *900 _ “950 *950 3015 2005 gjg 3075 3330 3425
Mote: *refers to rated capacity with dual front tires or widen tires;

3
3

1-1.8t: free lifting height 480mm increase without backrest ;

(3) 1-1.8t: free lifting height 400mm increase without backrest when assembled with pulley block.

Lithium-ion Products Range

7-8
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G Series Lithium-ion

Forklift Truck
(Upgrades)

www. heliforklift.net

Manufacturer’ s Data and Design Characteristics

Characteristics

101 | Manufacturer
1.02| Model CPD20(NEW) CPD25(NEW) CPD30(NEW) CPD35(NEW)
1.03 | Configuration number GB2Li/GB3Li GB2Li/GB3Li GB2Li/GB3Li GB2Li/GB3Li
1.04 | Rated capacity kg 2000 2500 3000 3500
1.05 | Load center distance ‘ c mm 500 500 500 500
Tyre
201 | Tyretype pneumatic tyre pneumatic tyre pneumatic tyre/solid solid tyre
202 | Wheels, number front rear (x=driven wheels) 2/2 2/2 2/2 2/2
203 | Frontwheel base w3 mm 960 960 1000 1000
2.04 | Rearwheel base w2 mm 950 950 990 990
2,05 | Tyre (front) 23X 59-10-16PR 23X 5-10-16PR 28%9-15-14PR 28x9-15
206 | Tyre (rear) 18X T7-8-14PR 18x7-8-14PR 200/50-10 200/50-10
Size
3.01 | Frontoverhang L2 mm 425 425 485 490
3.02 | Masttiltangle, front/rear a/p ? 6/8 6/8 6/10 6/10
3.03| Heightwith mast retraction H1 mim 1995 1995 2075 2180
3.04 | Freelifting height H3 mrm 145 145 145 150
3.05 | Max. Lifting height H mm 3000 3000 3000 3000
3.06 | Mast height, extended H2 mm 4042 4042 4230 4230
3.07 | Overhead guard height H4 mm 2150 2150 2215 2215
3.08 | Fork size:thickness Xwidth X length THWxL4 mm 40x 122 %920 401221070 45x125x 1070 501251070
3.09 | Fork carriage, dinstandard 2A 2A 3A 3A
3.10 | Truck body length (fork excluded) L mm 2270 2280 2525 2550
3.11 | Truck body width Wl mm 1185 1185 1245 1245
3.12 | Turningradius r mm 2000 2010 2240 2260
Performance
4.01| Travelling speed: loaded/unloaded km/h 16/16 16/16 17/18 16.5/17.5
402 | Lifting speed: loaded/unloaded mm/s 350/510 330/510 340/460 325/450
4.03 | Loweringspeed: loaded/unloaded mmy/s 450/500 450,500 -/500 -/500
4,04 | Gradeability (loaded) % 22 20 18 15
Weight
501 Total weight (with /without battery) ke 3600/3340 3910/3650 4450/4100 5060/4710
=y L / i
6.01 | Battery voltage/capacity(discharging capacity in 5 hours) | V/Ah 80/271 80/271 80,404 80/404
6.02 | Battery weight kg 260 260 350 350
Motor and controller
7.01| Driving motor power (s2-60min) kw 12 12 16.6 16.6
7.02 | Lifting motor power (s3-15%) kw 15 15 13.5 135
Others
8.01 | Type of drive control ZAPI/INMOTION ZAPI/INMOTION ZAPI/INMOTION ZAPI/INMOTION

NOTE: For configuration number, 2: ZAPI Controller; 3: INMOTION Controller;

Lithium-ion Products Range

9-10



Ast: Right angle stacking aisle width
a: Clearance
b: Load Length

4000 v
CPD20  CPD25
3500
&5 3000 \"--. CPD30  CPD35
é \
E 2500
© 2000
= s |
S 1500 | e —
—— ]
1000
500
0 500 700 900 1100
LOAD CENTER{mm)

Note:The vertical axis stands for load capacity and the horizontal axis stands for load center which is calculat-
ed from the front surface of the forks to the gravity of the standard load. the standard load means a cubic with
1000mm edge length. When mast is tilted forward, using non-standard forks or loading large goods, the load
capacity will be reduced. The load capacity of standard mast at different load center can be known from this
load chart.

WIDE VIEW FULL FREE 2-STAGE MAST

G Series Lithium-ion
Forklift Truck (Upgrades)

LITHIUM BATTERY CHARGER

Lithium battery brand ENEROC CNSG Hong sifang
Voltage/Capacity 80V/271Ah | 80V/404Ah | 80V/320Ah | 80V/400Ah 80V/500Ah | 80V/600Ah
CPD20/CPD25 [ ) (@) O @] @] e
CPD30/CPD35 O [ ] i O O O
Low temperature

preheating [ ] —

of lithium battery PACK

Charger D80V-200A-Li DBOV-200A-Li-423

7: @ standard, Ooptional, —non-configurable

WIDE VIEW MAST

: Mast overall height
st Load capacity (fork to the ground) Mast tiltangle Servi ight(k,
Mast | lifting| (load center 500mm)(kg) g ) o/p ervice weight(kg)
maodel | height (mm)
MM ot | 25t | 3t | 35t |2-25t| 3t | 35t | 2251|335 2t | 25t | 3t | 35
M200 | 2000 | 2000 | 2500 | 3000 | 3500 | 14585 | 1570 | 1680 6/8 6/10 | 3510 | 3820 | 4355 | 4960
M250 | 2500 | 2000 | 2500 | 3000 | 3500 | 1745 | 1820 | 1930 6/8 6/10 | 3555 | 3865 | 4395 | 5010
M300 | 3000 | 2000 | 2500 | 3000 | 3500 | 1995 | 2070 | 2180 6/8 6/10 | 3600 | 3910 | 4450 | 5060
M330 | 3300 | 2000 | 2500 | 3000 | 3500 | 2145 | 2220 | 2330 6/8 6/10 | 3630 | 3940 | 4480 | 5090
M350 | 3500 | 2000 | 2500 | 3000 | 3500 | 2245 | 2320 @ 2430 6/8 6/10 | 3645 | 3955 | 4500 | 5110
6/6
M370 | 3700 | 2000 | 2500 | 3000 | 3400 | 2345 | 2420 2530 6/8 *6 ,J’:{U 3665 | 3975 | 4530 | 5130
6/6
M400 | 4000 | 2000 | 2500 | 2950 | 3350 | 2545 | 2620 @ 2730 6/5 *6 ,J’:{U 3725 | 4035 | 4595 | 5205
Ma25 | 4250 | 2000 | 2500 | 2850 | 3250 | 2670 | 2745 | 2855 | 6/5 *ﬁf{g 3745 | 4055 | 4620 | 5230
M450 | 4500 | 1900 | 2300 | 2750 | 3100 | 2795 | 2870 | 2980 6/5 |, ﬁf{g 3770 | 4080 | 4645 | 5255
1950 | 2400 | 2650 6/5 6/6
3815 | 4125 | 4695 | 5305
M500 | 5000 | 1800 3050 | *2550 | *2800 3045 | 3120 3230 *6/5 *6/6
1550 | 2250 | 2500 3/3 3/6
1400 3345 | 3420 3530 3805 | 4205 | 4775 | 5395
i 5500 *1950 | *2450 | *2600 *6/5 *3/6
950 | 1100 | 1500 | 1550 3/3 3/6
35085 | 3670 3780 3940 | 4250 | 4825 | 5440
M600 | 6000 *1500 | *1800 | *2200 | *2400 *6/5 *3/6
Note: (1) *Refersto rated capacity with dual front tires or widen tires;

WIDE VIEW FULL FREE 3-STAGE MAST

ifti i Mast tilt ifti i Mast tilt
Max. Load capacity Mast overall height Fres.j 1;1fténg: SlehE ol . : Max. Load capacity Ma:t w: rall Free. l;&tr)ng: il sple : -
Mast | lifting| (load center 500mm)(kg) (mm) (Wit bagsies] = : Service weight(kg) Mast | lifting (load center 500mm)(kg) EIEn faith ey o . =TT
) (mm) ) aoff ; (mm) {mm) ) a/f
maodel height model height
MM | 2t | 25t | 3t |3.5t|2-25t 3t |35t (2-25t| 3t | 3.5t 22513351 2t | 25t | 3t |35t mm | 2t | 25t | 3t | 3.5t |2-2.5t|3-3.5t/2-25t] 3t | 35t |2-2.5t|3-35t| 2t | 25t | 3t | 3.5t
ZM200| 2000|2000 | 2500 | 3000 | 3500 | 1495 | 1570 | 1680 | 447 | 380 | 500 | 6/8 | 6/10 | 3520 3830 | 4396 | 5026 ZSM360| 3600 | 2000 | 2500 | 3000 | 3400 | 1795 | 1930 | 774 | 740 | 745 | 6/8 | 6/6 | 3760 | 4070 4705 | 5285
ZM250, 2500|2000 | 2500 | 3000 | 3500 | 1745 | 1820|1930 | 697 | 630 | 750 | 6/8 | 6/10 | 3570 3880 | 4440 | 5070 ZSM400| 4000 | 2000 | 2500 | 2900 | 3250 | 1920 | 2055 | 900 | 865 | 870 | 6/5 | 6/6 |3795 | 4105 4740 | 5320
ZM300, 3000|2000 ' 2500 | 3000|3500 1 1995 | 2070 | 2180 | 947 | 880 | 1000 | 6/8 | 6/10 | 3615 3925|4486 | 5115 ZSM435| 4350 | 2000 | 2450 | 2750 | 3150 | 2045 | 2180 | 1024 | 990 | 995 | 6/5 | 6/6 |3830 | 4140 4775 | 5355
ZM330) 3300|2000 ' 2500 | 3000|3500 | 2145 | 2220 | 2330 | 1097 | 1030 | 1150 6/8 | 6/10 | 3645 3055|4513 | 5142 ZSM450| 4500 | 2000 | 2300 | 2700 | 3000 | 2095 | 2230 | 1074 | 1040 | 1045 | 6/5 | 6/6 |3845 | 4155 4791 | 5371
ZM350 3500|2000 | 2500 | 3000 | 3500 ' 2245 | 2320 | 2430 | 1197 | 1130 | 1250 | 6/8 | 6/10 | 3665 3975|4531 | 5160 ZSM4T0| 4700 | 2000 | 2200 | 2700 | 2900 | 2160 | 2230 | 1140 | 1140 | 1048 | 6/5 | 6/6 |3B60 | 4170 | 4795 | 5375
ZM370| 3700|2000 | 2500 | 3000 | 3400 | 2345 | 2420 | 2530 | 1297 | 1230 | 1350 6/8 *6,?{2 3685 | 3995 | 4549 | 5178 ZSM480| 4800 | 1900 2050 | 2600 | 2800 | 2195 | 2330 | 1174 | 1140 | 1145 | 6/5 | 6/6 | 3870 | 4180 4820 | 5400
6/6 1950 | 2400 6/5 | 6/6
ZM400, 4000|2000 | 2500 | 2950 | 3350 | 2545 | 2620 | 2730 | 1497 | 1430 | 1550 6/5 *6/10 3745 4055 | 4621 | 5252 Z5M500| 5000 | 1800 2050 |*2500 2650 | 2295 | 2430 1274 1240 | 1245 *6/5 | *6/6 3900 | 4210 4849 | 5429
6/6 1550 | 2250 3/3 | 3/6
ZM425| 4250|2000 | 2500 | 2850 | 3250 | 2670 | 2745 | 2855 | 1622 | 1555 | 1675 | 6/5 “6/10 3770 | 4080 | 4643 | 5274 ZSM540| 5400 | 1400 |, oo +oq50| 2500 | 2420 | 2555 | 1400 | 1365 | 1370 *6/5 | *3/6 3940 | 4250 | 4884 | 5464
6/6 950 | 1100 1550 1550 3/3 | 3/6
ZM450) 4500|1900 ' 2300 | 2750|3100 | 2795 | 2870 | 2980 | 1747 | 1675 | 1800 6/5 *6/10 3795 | 4105 | 4666 | 5297 Z5Ma00| 6000 1500 *1800 |*2150 [*2300 2645 | 2780 1624 1590 | 1595 *6/5 | *3/6 4005 | 4315 | 4983 | 5563
1950| 2400| 2650 6/5| 6/6 700 800| 1250 1300 3/3 | 3/3
1800 3045 | 3120 | 3230 | 1997 3845 4155 | 4711 | 5342 4035 | 4345 | 5036 | 5616
ZM500| 5000 *2050/*2550 *2800 1930 | 2050 *6/5 | *6/6 Z5MB50| 6500 *1400 *1600 [*2200 [*2500 2835 | 2970 | 1814 | 1788 (1793 *3/5 | *3/3
1550| 2250 2500 3/3| 3/6 300 400| 850| 1000 3/3 | 3/3
1400 3345 | 3420 | 3530 | 2297 | 2230 | 2350 3925 | 4235 | 4801 | 5434 4090 | 4400 | 5120 | 5700
ZM550| 5500 *1950 2450 *2600 *6/5 | *3/6 Z5MT00| TO00 *1100 *1200 | *2100 #2300 3105 | 3240 2084 2058 | 2063 *3/5 | *3/3
950| 1100| 1500 1550 3/3 | 3/6| 3975 | 4285 | 4848 | 5480 Mote: (1) *Refers to rated capacity with dual front tires or widen tires;
e 5 *1500/*1800[*2200 *2400 e e e e *6/5 | *3/6 (2) 2-25t: freelifting height 451mm increase without backrest ;

Note: (1) *Refers to rated capacity with dual front tires or widen tires;
(2) 2-2.5t: free lifting height 397Tmm increase without backrest ;
(3) 3-3.5t: free lifting height 396mm increase without backrest ;

(3) 3-35t: freelifting height 520mm increase without backrest ;

Lithium-ion Products Range
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G3 Series Lithium-ion
Forklift Truck

www. heliforklift.net

Manufacturer’ s Data and Design Characteristics

Character
1.01 Manufacturer
1.02  Model CPD40 CPD45 CPD50
1.03 | Configuration number GB2Li/GB3Li GB2Li/GB3Li GB2Li/GB3Li
1.04 | Rated capacity Q kg 4000 [ 4500 5000
1.05  Load center distance c ‘ mm 500 [ 500 500
Tyre
2.01  Tyretype Solid tyre Solid tyre Solid tyre
2.02 | Wheel number (front/rear) 2/2 2/2 2/2
2.03  Front wheel base W3 mm 1120 1120 1189
2.04 Rear wheel base W4 mm 1070 1070 1070
2.05 | Tyre (front) 250-15 250-15 28x12.5-15
2.06 | Tyre (rear) 21¥8-9 21X8-9 21¥8-9
Size
3.01 Frontoverhang L2 mim 560 560 560
3.02  Mast tilt angle, front/rear a/B E 6/8 6/8 6/8
3.03  Height with mast retraction H1 mm 2240 2240 2230
304 Free lifting height H3 mm 150 [ 150 150
305 Max. lifting height H mm 3000 [ 3000 3000
3.06 Max.height under working condition H2 mm 4235 [ 4235 4225
3.07  Overhead guard height H4 mm 2275 2275 2270
3.08 Forksize: thicknessXwidthXlength TxWxL4 mm 501501070 50% 1501070 501501070
3.09 Fork arm carrier, DIN standard 3A 3A 3A
3,10 Truck body length (fork excluded) by mm 2920 2920 2920
3.11  Truck body width w1 mm 1350 1350 1500
3.12  Turning radius r mm 2580 2580 2580
Performance
4.01 | Travelling speed: loaded/unloaded km/h 13/14 13/14 13/14
4.02 | Liftingspeed: loaded/unloaded mmj/'s 310/450 2807450 2607450
403 Lowering speed: loaded/unloaded mm/'s 500/450 [ 500/450 5007450
404 Gradeability: loaded/unloaded % 16/27 [ 15/26 14/25
Weight
'5.01 | Total weight{with/without battery) | kg | 6670/6085 6835/6150 7210/6525
Battery -
6.01 | Battery voltage/capacity V/Ah 80/542 80/606 80/606
6.02 Battery weight kg 585 685 685
Maotor and controller
7.01 | (S2-60min) Drive motor power(S2-60min) kw 20 20 20
7.02 | (S3-15%)Lifting motor power(S3-15%) kw 26.5 26.5 26.5
7.03 | (S3-15%) Steering motor power(S3-15%) kw 2.5 2.5 2:5
Others -
8.01 Type ofdrive control ZAPI/INMOTION | ZAPI/INMOTION ZAPI/INMOTION

Lithium-ion Products Range  13-14



G3 Series Lithium-ion

Forklift Truck
WIDE VIEW MAST
Mast lifting = (load center 500mm)(kg) {Fo m( = )groun ) {ree '} Service weight(kg) Frognt;
Ast: Right angle stacking aisle width model | height mm ‘mm ron
e i Mast Fork lifted
* Cleseneonn mm CPD45 = CPD50Q | lowered ["""t?‘ backresi] CPD40 | CPD45 | CPD50

(mim) {mm)

CPD40
L .

M250 2500 4000 4500 5000 1980 3733 150 6615 6780 7155 a-8°

||
= M300 3000 4000 4500 5000 2230 4233 150 6670 6835 7210 a-8°

' M330 3300 4000 4500 5000 2380 4533 150 6700 6865 7240 8-8°

s _
o |
Da b | 12 | B2 4500 | 5000 6885 | 7260

M350 3500 4000 2480 4733 150 6720

8-8°

M370 3700 4000 4450 4900 2580 4933 150 6745 6910 7285 8-8°

Load Curve M400 4000 4000 4350 4750 2780 5233 150 6785 6950 7325 a-g°

6000 _— M425 | 4250 | 4000 | 4250 | 4650 | 2905 | 5483 | 150 | 6810 | 6975 | 7350 | a-g°
CPD40-GB2/GB3Li  CPD45-GB2/GB3Li

5000 = W — M50 | 4500 | 4000 | 4150 | 4500 | 3030 | 5733 | 150 | 6840 | 7005 | 7380 | ss°
B 1000 ~—__ CPD50-GB2/GB3Li
iy _-‘"“"---... _“"""-..._- o
= —— M475 | 4750 | 3900 | 4100 | 4400 | 3155 | 50983 | 150 | 6865 | 7030 | 7405 | g8-8
£ 3000 —
g M500 | 5000 | 3800 | 4000 | 4300 | 3280 | 6233 | 150 | 6895 | 7060 | 7435 | a-g°
o 2000
2 - M550 = 5500 | 3650 | 3800 | 4150 | 3580 | 6733 | 150 | 6955 | 7120 | 7495 | 6s5°

0 M600 | 6000 | 3400 | 3450 | 3850 | 3830 | 7233 | 150 | 7010 | 7175 | 7550 | 3.5
500 800 1100
LOAD CENTER(mm) Free lift without backrest will increase by 271mm.

Note: The vertical axis stands for load capacity and the horizontal axis stands for load center which is calculated from
the front surface of the forks to the gravity of the standard load. the standard load means a cubic with 1000mm edge
length. When mast is tilted forward, using non-standard forks or loading large goods, the load capacity will be

reduced. The load capacity of standard mast at different load center can be known from this load chart.

WIDE VIEW FULL FREE 2-STAGE MAST WIDE VIEW FULL FREE 3-STAGE MAST

Max. Load capacity Mas: overel b Free lift . . Mast tilt Max. Load capacity MiRtowbelu Free lift ) ) Mast tilt
Mast lifting | (load center 500mm)(kg) (Fork to the ground) (with Service weight(kg) Al Mast lifting | (load center 500mm)(kg) (Fork to the ground) (with Service weight(kg) vl
model | height (mm) backrest) Front/ model | height (mm) backrest) Frant/

™™ cpp4o | cPD4s | CPDSO %% IMF%'E%T S (mm) CPD40 | CPD45 | CPD50 | rear ™| cppao | cPD4s | cPDSO l%:-?:%d f@ﬁ%ﬁiﬂ (mm) | cppao | cppas | cppso | rear
ZM250 | 2500 | 4000 | 4500 | 5000 | 1980 | 3733 | 777 | 6710 | 6875 | 7250 | 88 ZSM360 | 3600 | 4000 | 4350 | 4900 | 1930 @ 4833 = 727 | 6915 | 7080 | 7455 | &8
ZM261 | 2610 | 4000 | 4500 | 5000 | 2035 | 3792 832 | 6720 | 6885 | 7260 | 88 ZSM400 | 4000 | 3950 | 4200 | 4750 | 2070 | 5233 = 867 | 6965 | 7130 | 7505 | 8-8°
ZM300 | 3000 | 4000 | 4500 | 5000 | 2230 | 4233 | 1027 | 6770 | 6935 | 7310 | 88 ZSM435 | 4350 | 3850 | 4050 | 4450 | 2180 @ 5583 = 977 | 6995 | 7160 | 7535 | 8-8°
ZM330 | 3300 | 4000 | 4500 | 5000 | 2380 | 4533 | 1177 | 6803 | 6968 | 7343 | 88 ZSM450 | 4500 | 3800 | 4000 | 4400 | 2230 @ 5733 | 1027 | 7015 | 7180 | 7555 | &48&°
ZM350 | 3500 | 4000 | 4500 | 4900 | 2480 | 4733 | 1277 | 6833 | 6998 | 7373 | 88 ZSM4T0 | 4700 | 3700 | 3950 | 4300 | 2345 = 6033 = 1142 | 7040 | 7205 | 7580 | &8
ZM370 | 3700 | 4000 | 4400 | 4800 | 2580 | 4933 | 1377 | 6865 | 7030 | 7405 | 88 ZSM500 | 5000 | 3600 | 3850 | 4200 | 2480 @ 6233 = 1277 | 7085 | 7250 | 7625 | &8
ZM400 | 4000 | 4000 | 4300 | 4650 | 2780 | 5233 | 1577 | 6915 | 7080 | 7455 | 88 ZSM540 | 5400 | 3450 | 3700 | 4050 | 2615 | 6633 | 1412 | 7215 | 7380 | 7755 6-5°
ZM425 | 4250 | 4000 | 4200 | 4550 | 2905 | 5483 | 1702 | 6945 | 7110 | 7485 | 88 ZSMB00 | 6000 | 3250 | 3350 | 3650 | 2850 | 7233 | 1647 | 7305 | 7470 | 7845 6-5°
ZM450 | 4500 | 3950 | 4100 | 4450 | 3030 | 5733 | 1827 | 6983 | 7148 | 7523 | 88 ZSMB50 | 6500 | 2650 | 2750 | 3150 | 3015 | 7733 | 1812 | 7365 | 7530 | 7905 6-5°
ZM475 | 4750 | 3850 | 4050 | 4350 | 3155 | 5983 | 1952 | 7015 | 7180 | 7555 | 88 ZSM700 | 7000 | 2150 | 2250 | 2650 | 3215 | 8233 & 2012 | 7435 | 7600 | 7975 | 3-5°
ZM500 | 5000 | 3750 | 3950 | 4250 | 3280 | 6233 | 2077 | 7050 | 7215 | 7590 | 88 Free lift without backrest will increase by 380mm.
ZM550 | 5500 | 3600 | 3750 | 4100 | 3580 | 6733 | 2377 | 7115 | 7280 | 7655 | 6-5°
ZM600 | 6000 | 3350 | 3400 | 3800 | 3830 | 7233 | 2627 | 7170 | 7335 | 7710 | 35

Free lift without backrest will increase by 271mm.

Lithium-ion Products Range  15-16
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H2000 Series Lithium-ion

Forklift Truck

www. heliforklift.net

Manufacturer’ s Data and Design Characteristics

Character
1.01 | Manufacturer HELI
1.02 | Model CPD&0 CPDTO
1.03 | Configuration number HA2Li HA2Li
1.04 | Rated capacity ‘ Q ‘ ke 6000 7000
1.05 | Load center distance c mm 600 600
Tyre
201 | Tyre type PneumatictSuperelastic Pneumatic+Superelastic
2.02 | Wheel number (front/rear) 4/2 4/2
2.03 | Front wheel base W3 mm 1470 1470
2.04 | Rear wheel base W2 mm 1500 1500
2.05 | Tyre (front) 8.25-15-14PR 8.25-15-14PR
2.06 | Tyre (rear) 28x9-15 28%59-15
Size
3.01 | Frontoverhang L2 mm 595 600
3.02 | Masttiltangle, front/rear a/B 7 6/12 6/12
3.03 | Height with mast retraction H1 mm 2500 2500
3.04 | Free lifting height H3 mm 200 200
3.05 | Max.lifting height H mm 3000 3000
3.06 | Max.height under working condition H2 mm 4400 4400
3.07 | Overhead guard height H4 mm 2450 2450
3.08 | Forksize: thicknessXwidthxlength TxWxL4 mm 60150 1220 65X 150X 1220
3.09 | Fork carriage, din standard LYY AN
3.10 | Truck body length (fork excluded) L’ mm 3440 3440
3.11 | Truck body width W1 mm 1994 1994
3.12 | Turning radius r mm 3440 3440
Performance
4.01 | Travellingspeed: loaded/unloaded km/h 15/15 14/15
4.02 | Lifting speed: loaded/unloaded mm/s 360/500 350/500
4.03 | Lowering speed: loaded/unloaded mmys 350/320 350/320
404 | Gradeability: loaded/unloaded % 18/25 16/21
Weight
5.01 | Total we'!_ght(with_fw'lthout batter_)_._r_) kg STTQ[SOTO 9360__.’8660
Battery
6.01 | Battery voltage/capacity | V/Ah 80/813 80/813
6.02 | Battery weight kg 700 700
Motor and controller
7.01 | (S2-60min) Drive motor power(S2-60min) | kW 30 (AC) 30 (AC)
7.02 | (S2-60min) Lifting motor power(S2-60min) | kw 16.6x2 (AC) 16.6x2 (AC)
Others
8.01 | Type of drive control | ZAPI ZAPI

NTQE: For configuration number, 2: ZAPI Controller; 3:INMOTION Controller.

Lithium-ion Products Range  17-18



H2000 Series Lithium-ion
Forklift Truck (Upgrades)

LITHIUM BATTERY CHARGER

ST arile i i e i Model Battery Voltage (V) Capacity (Ah) Supplier
- Pyt CPDE0 Standard 80 813 Standard D8OV-400A-Li-124
L b: Load Length CPDT0 Standard 80 813 Standard DOV-400A-Li-124
= il
z | —
e WIDE VIEW MAST
; Max Load capacity Mast overall height Mast tilt
| %afz b L2 | Mo iftin (load center (fork to the ground) angle Service weight(kg)
Ast=r+l2+h+a \ e ) : 500mm)(ke) (mrm) ©) a/p
model height
- mm Mast Fork lifted
. 6t it lowered | (with backrest) | Front/Rear 6t Tt
Load Curve M200 2000 6000 7000 2000 3355 6-12° 8716 9086
Sy ] CPDT0 CPD60 M250 | 2500 6000 7000 2250 3855 6-12° 8780 | 9150
a0 M270 2700 6000 7000 2350 4055 6-12° 8810 9180
:9:0 6000
= M300 3000 6000 7000 2500 4355 6-12° 8860 9230
E 5000 .
E T M330 3300 6000 7000 2650 4655 6-12° 8910 9280
% 4000 S —
2000 — M350 3500 6000 7000 2750 4855 6-12° 8940 9320
2000 M375 3750 6000 7000 2875 5105 6-12° 8980 9360
0 600 800 1000 1200 1400 1600
LOAD CENTER{mm) M400 4000 6000 7000 3050 5355 6-12° 9150 9530
M425 4250 6000 7000 3175 5605 6-12° 9190 9570
Note: The vertical axis stands for load capacity and the horizontal axis stands for load center which is calculated from
the front surface of the forks to the gravity of the standard load. the standard load means a cubic with 1000mm edge M450 4500 6000 7000 3300 5855 6-12° 9230 9610
length. When mast is tilted forward, using non-standard forks or loading large goods, the load capacity will be M4TS 4750 6000 7000 3425 6105 6-6° 9270 9650
reduced. The load capacity of standard mast at different load center can be known from this load chart.
M500 5000 6000 7000 3550 6355 6-6° 9310 9690
M550 5500 5700 6600 3850 6855 3-6° 9510 9880
M&00 6000 5400 6400 4100 7355 3-6° 9590 9960

WIDE VIEW FULL FREE 3-STAGE MAST

Mast Max. lift (and]_c(:;?::ra;);ﬂcr:ym}(kg) r;?h?ﬁ:? Free lift height Mastilrangs Senfcewshtiy
model height mm (with backrest)
6t Tt 10&2?26 {wi?\rgggggst} Front/Rear 6t i

ZSM360 3600 5600 6200 2335 4955 910 6-6° 9550 9900
Z5M400 4000 5600 6200 2470 5355 1040 6-6° 9610 9960
ZSM435 4350 5600 6200 2585 5705 1156 6-6° 9670 10000
Z5M480 4800 5600 6200 2740 6155 1310 6-6° 9860 10150
ZSM500 5000 5600 6200 2805 6355 1380 3-6° 9890 10220
ZSM540 5400 5300 6200 2940 6755 1510 3-6° 9960 10390
ZSME00 6000 5000 5600 3140 7355 1710 3-6° 10050 10570
ZSME50 6500 4500 5000 3405 7855 1975 3-6° 10160 10690
ZSMTO0 F000 4000 4500 3515 8355 2085 3-6° 10270 10800

MNOTE: 6T Free lifting Height without backrest will increase by 380mm; 7T Free lifting Height without backrest will increase by 225mm.

Lithium-ion Products Range  19-20
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G Series Lithium-ion
Forklift Truck

www. heliforklift.net

Manufacturer’ s Data and Design Characteristics

Character
1.01 Manufacturer HEL
1.02  Model CPD85 CPD100
1.03  Configuration number GA2Li GA2Li GB2Li
1.04. Rated capacity kg 8500 10000 10000
1.05  Load center distance c ‘ mm 600 600 600D
Tyre
2.01  Tyretype tyre
2.02  Wheel number (front/rear) 4% /2
2.03  Front wheel base W3 mm 1636
2.04 Rear wheel base W4 mm 1524
2.05 Tyre (front) 8.25-15
2.06 Tyre (rear) 250-15
Size
3.01 Frontoverhang L2 mm 660
3.02  Masttilt angle, front/rear a/B < 6/9
3.03 | Height with mast retraction H1 mm 2700 | 2850 | 2950
3.04  Free lifting height H3 mm 200
205 Maxlifting height H mm 3000
206 Max.height under working condition H2 mm 4226 | 4360 | 4510
3.07 Overhead guard height H4 mm 2445
3.08 Forksize: thicknessXwidthXlength TxWxLd mm TOX175%1370 80X 1751370 | BAX175x 1820
3.09  Truck body length (fork excluded) | mm 3580 3760
3.10  Truck body width w2 mm 2116/1750
3.11  Turning radius r mrm 3140 3320
Performance
401 'i.'ravell.'l.ng speed: loaded/unloaded km/h 14/16 13/15
4.02 | Liftingspeed: loaded/unloaded mmy/s 0.30/0.37 0.245/0.335
4.03 | Lowering speed: loaded/unloaded mmy/s 0.42/0.38
404 Gradeability: loaded/unloaded % 15/25 | 15/20
Weight
501  Total weight(with/without battery) | ke | 11660/10560 | 12900/11800 | 14160/13060
Battery
6.01 | Battery voltage/capacity V/Ah 80/808 | 80/1084
6.02 Battery weight kg 550%2 | 550%2
Maotor and controller
7.01 | Drive motor power(S2-60min) kW ACI17.1x2
7.02 | Lifting motor power(S2-60min) kW AC26.5X2
Others
801 Type of drive control ZAPI

NOTE{:This model is reinforced, and the difference between GA2 and GB2 is that it has the ability of 9t at the center of 900 load. See the load curve for details.

Lithium-ion Products Range  21-22



G Series Lithium-ion

Forklift Truck

Model Battery Voltage (V) Capacity (Ah) Supplier
Ast: Right angle stacking aisle width Standard 80 808ANR ENEROC
b :fﬁi:ﬁfce Optional | 80 1084Ah ENEROC

_ ’ ength CPD85 Optional 80 800Ah CNSG Hong Sifang

by Optional [ 80 1000Ah CNSG Hong Sifang

“ Optional 80 1200Ah CNSG Hong Sifang
Standard 80 1084Ah ENEROC

Tr CPD100 Optional 80 1000Ah CNSG Hong Sifang

K Optional 80 1200Ah CNSG Hong Sifang

H13

az :‘h WIDE VIEW MAST

Ast=r+L2+h+a

Max. al;}ad f[ap;;i;ay Mast overall . . Mast tilt
Mast lifting o :;f_:]nuer Pl height (mm) Service weight(kg) angle (9)
model | eight | 0 - ol
T 8.5t 10t 85t | 10tGA2 | 1orGB2 | CPD85 | CPCDI00| CPDI0O
10000 CPD100-GA2 - I -GA2(LI) | -GA2(LY) | -GB2(L)
9000 \ QI@LM GREICG-GRIN M250 2500 8500 10000 2450 2600 2700 10970 12790 14060 6/9
B 8000 < ™,
= Nawm CPD100-GB2 M270 | 2700 | 8500 | 10000 | 2550 | 2700 | 2800 | 11030 | 12820 | 14090 | 6/9
& 7000 < \ CPD100-GB2Li |
= ™~ i M300 | 3000 | 8500 | 10000 | 2700 2850 | 2950 | 11660 | 12900 | 14160 | 6/9
- ~ 5833
5000 T~ 4034 CPD85-GA2 M330 = 3300 8500 10000 2850 3000 3100 11760 | 12950 | 14220 6/9
— CPDA5-GAZLI
300 600 900 1200 1500 M350 @ 3500 8500 10000 2950 3100 3200 11900 | 12990 | 14260 6/9
Load center (mm
fram). M375 | 3750 8500 10000 3075 3225 3325 11980 | 13040 | 14310 6/9
M400 | 4000 | 8500 | 10000 | 3250 3400 | 3500 | 12160 | 13080 | 14350 | 6/9
Note: The vertical axis stands for load capacity and the horizontal axis stands for load center which is calculated from
the front surface of the forks to the gravity of the standard load. the standard load means a cubic with 1000mm edge M425 | 4250 8500 10000 33715 3525 3625 12310 13150 14420 6/9
length. When mast is tilted forward, using non-standard forks or loading large goods, the load capacity will be M450 4500 8500 10000 3500 3625 3750 12430 13200 14470 6/9
reduced. The load capacity of standard mast at different load center can be known from this load chart. I
Ma75 = 4750 | 8500 | 10000 | 3625 3775 3875 12580 | 13260 | 14530 | /9
M500 | 5000 8500 10000 3750 3500 4000 12680 | 13300 | 14570 6/9
M550 = 5500 8000 9500 4050 4200 4300 13010 | 13600 | 14870 3/9
ME00 | 6000 7500 9000 4300 4450 4550 13210 | 13650 | 14920 3/9
ME50 | 6500 . 8500 . 4700 4800 - 13700 | 14970 3/9
M700 = 7000 - 8000 - 5050 5150 - 13750 | 15020 3/9

WIDE VIEW FULL FREE 3-STAGE MAST

load capacity

Mast
model

Z5M360

Z5M400

Z5M435

Z5M450

Z5M480

ZSM500

Z5M540

ZSMe00

ZSMe50

ZSMT00

Z5M800

Max. lift
height mm

3600
4000
4350
4500
4800
5000
5400
6000
6500
7000

8000

(load center distance 600mm)

8.5t 10t
7500 9000
7500 9000
7500 9000
7500 9000
7500 9000
7500 9000
7000 8500
6500 8000
6000 7500
5500 7000
4500 6000

Mast overallheight(mm)

8.5t 10t
2450 2570
2575 2700
2700 2820
2775 2870
2850 2970
2950 3035
3075 3225
3375 3425
3600 3590
3750 3855
4135 4240

8.5t

1090

1215

1340

1415

1430

1530

1775

2015

2240

2390

2640

Free lift (mm)

10t
1150
1280
1400
1475
1550
1615
1805
2005
2170
2435

2685

CPD85-GA2(Li)
12600
12830
13000
13100
13260
13370
13530
13820
13940
14110

14320

Service weight (kg)

CPCD100-GA2(Li)
13660
13750
13830
13870
13940
13990
14120
14260
14380
14550

14760

CPD100-GB2(Li)
14930
15020
14800
15140
15210
15260
15390
15530
15650
15820

16030

Lithium-ion Products Range

Mast tilt angle (°)
a/p

6/9
6/9
6/9
6/6
6/6
6/6
3/6
3/6
3/6
3/6

3/6

23-24



1.5-2t

G2 Series Lithium-ion

Forklift Truck
(Three-wheels)

www. heliforklift.net

Manufacturer’ s Data and Design Characteristics

Characteristics

1.01 | Manufacture's Name
1.02 | Model Designation CPD15 CPD16 CPD18 CPD20
1.03 | Configuration Number SQ-GB2Li SQ-GB2Li SQ-GB2ZLi SQ-GB2Li
1.04 | Load Capacity kg 1500 1600 1800 2000
1.05 | Load Center [ mm 500 500 500 500
Wheels & Tyres
2,01 | Tyre Type SE SE SE SE
2.02 | Tyres Number (Front/Rear) 2/2 2/2 2/2 2/2
2.03 | Tread(centre of tyre),front w3 mm 910 910 920 920
2.04 | Tread(centre of tyre),rear w2 mm 180 180 180 180
2.05 | Tyre Size, Front 18x7-8 18 x7-8 200/50-10 200/50-10
2.06 | Tyre Size, Rear 140/55-9 140/55-9 140/55-9 140/55-9
Dimensions
3.01 | Load Distance L2 mm 365 365 365 372
3.02 | MastTilt Angle,F/R a/B g 57 5/7 5/7 5/7
3.03 | Height with Mast Lowered H1 mm 2175 2175 2175 2175
3.04 | Free Lift H3 mm 90 90 90 90
3.05 | Standard Lift Height H mm 3300 3300 3300 3300
3.06 | Height with Mast Extendedt H2 mm 4039 4039 4039 4039
3.07 | Overhead Guard Height H4 mm 2040 2040 2040 2040
3.08 | ForkSize TXWXL L4/W/T mm 35X 100x920 35X 100x920 35X 100x920 40122920
3.09 | Fork Carriage to DIN 15173 A/B 2A 2A 2A 2A
3.10 | Length to fork face L mm 1852 1852 1962 1967
3.11 | OverallWidth W1l mm 1060 1060 1120 1120
3.12 | Outside Turning Radius r mm 1487 1487 1585 1595
3.13 | Ground Clearance at mast ,Loaded H5 mm 85 85 90 a0
3.14 | Lateral Fork Adjustment (Outside of Forks) Max./Min. W5 mm 960,200 960/200 1030/200 1030/245
Performances
401 | Travel Speed,loaded/unloaded km/h 16/16 16/16 16/16 16/16
402 | Lifting Speed,loaded/unloaded mm/s 0.38/0.6 0.43/0.6 0.43/0.6 0.40/0.60
4.03 | Lowering Speed,loaded/unloaded mm/s 0.50/0.40 0.50/0.40 0.50/0.40 0.50/0.40
4.04 | Gradient performance with loaded %% 20 20 20 20
D Weight
5.01 | Total Approximate Weight(W/O battery) kg | 3050 3250 3275 3581
Battery 48/404
6.01 | Battery Voltage/rated capacity(K5) V/Ah 48/404 48/404 48/404 270
6.02 | battery weight kg 265 265 270
Motor & Controller 5.4x2
701 | Drive Motor - 60 Min. Rating kW 5.4x2 5.4x2 5.4x2 11
7.02 | Pump Motor - S3 15% Rating kW 11 11 11

NOTE:(1)Detailed information about battery,please contact our salesmen or engineer.(2)For configuration number, 2: ZAPI Controller,

Lithium-ion Products Range
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Ast: Rightangle stacking aisle width
a: Clearance,Z00mm

Load Curve
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LOAD CENTER{mm)

Note:The vertical axis stands for load capacity and the horizontal axis stands for load center which is calculated from
the front surface of the forks to the gravity of the standard load. the standard load means a cubic with 1000mm edge

length. When mast is tilted forward, using non-standard forks or loading large goods, the load capacity will be

CPD15

CPD16

CPD18

CPD20

reduced. The load capacity of standard mast at different load center can be known from this load chart.

WIDE VIEW FULL FREE 2-STAGE MAST

G2 Series Lithium-ion
Forklift Truck (Three-wheels)

LITHIUM BATTERY CHARGER

Lithium battery brand ENEROC CNSG Hong sifang

Voltage/Capacity 48V/404Ah | 48V/542Ah | 48V/320Ah | 48V/400Ah | 48V/500Ah | 48V/600Ah
CPD15/CPD16 ® — O o) _ _
CPD18/CPD20 [ ] @] — @] O O
Low temperature

preheatl'n%) [ ) -

of lithium battery PACK

Charger D48V-200A-Li  D48V-200A-Li-423

#: @ standard, O optional, —non-configurable

WIDE VIEW MAST

Max. Load capacity H\.S[it t Mast tilt
Mast lifting (load center 500mm)(kg) bwmg?g 4| ange Service weight{kg)
model | height {mm) ) a/p

MM 15t | 16t | 18 | 20t | 152t 15 | 16t | 18t | 20t
M200 2000 1500 1600 1800 2000 1525 57 2981 3181 3206 3512
M250 2500 1500 1600 1800 2000 1775 5T 3007 3207 3232 3538
M300 3000 1500 1600 1800 2000 2025 57 3034 3234 3259 3565
M330 3300 1500 1600 1800 2000 2175 5T 3050 3250 3275 3581
M350 3500 1500 1600 1750 2000 2275 5T 3060 3260 3285 3501
M370 3700 1500 1600 1750 2000 2375 57 3074 3274 3299 3605
M400 4000 1500 1600 1750 1950 2575 35 3118 3318 3343 3649
M425 4250 1500 1600 1750 1800 2700 3-5 3131 3331 3356 3662
M450 4500 1400 1500 1700 1850 2825 35 3144 3344 3369 3675
M500 5000 1300 1400 1600 1700 3075 33 3170 3370 3305 3ol
M550 5500 1100 1200 1400 1400 3375 33 3251 3451 3476 3782
M&00 6000 800 900 1000 1100 3625 33 3280 3480 3505 3811

WIDE VIEW FULL FREE 3-STAGE MAST

Height

Height | Freelift | mast | Freelift | Mast
Max. Load capacity wi (with il . . Max. Load capacity wit (with tilt ; .
Mast lifting (load center 500mm)(kg) l mastd Backrest) Service weight(kg) Mast lifting (load center 500mm)(kg) l mastd Backrest) Service weight(kg)
. OWered | (mm) | angle . OWered! (mm) | angle
model | height (mm) @) model | height (mm) )
mm mm
im 1.5t 1.6t 1.8t 2.0t | 1.5-2t | 1.5-2t a/p 15k 1.6t 1.8t 2.0t (mm) 15k 1.6t 1.8t 20t | 152t | 1.5-2t a/p 1.5t 1.6t 1.8t 2.0t
ZM200 | 2000 1500 | 1600 | 1800 | 2000 | 1525 510 57 3012 | 3212 | 3237 | 3543 ZSM360| 3600 | 1500 | 1600 1750 | 2000 1790 TIh 35 3183 | 3383 3408 3714
ZM250 | 2500 1500 | 1600 | 1800 | 2000 | 1775 760 57 3040 3240 | 3265 | 3571 ZSM400| 4000 | 1500 | 1600 1750 | 2000 1925 910 35 3210 @ 3410 3435 3741
ZM300 | 3000 1500 | 1600 | 1800 | 2000 | 2025 | 1010 57 3069 3269 | 3294 | 3600 ZSM435| 4350 | 1400 | 1500 1700 | 1900 2040 | 1025 35 3234 | 3434 3459 3765
ZM330 | 3300 1500 | 1600 | 1800 | 2000 | 2175 | 1160 57 3086 3286 | 3311 | 3617 ZSM450| 4500 | 1400 | 1500 1700 | 1850 2090 | 1075 35 3244 | 3444 3469 3775
ZM350 | 3500 1500 | 1600 | 1750 | 2000 | 2275 | 1260 57 3097 3297 | 3322 | 3628 ZSM4T0| 4700 | 1350 | 1450 1650 | 1750 2160 | 1145 35 3258 | 3458 3483 3789
ZM370 | 3700 1500 | 1600 | 1750 | 2000 | 2375 | 1360 57 3112 | 3312 | 3337 | 3643 ZSM480| 4800 | 1350 | 1450 1650 | 1750 2190 | 1175 35 3264 | 3464 3489 3795
ZM400 | 4000 1500 | 1600 | 1750 | 1950 | 2575 | 1560 35 3156 3356 | 3381 | 3687 ZSM500| 5000 | 1200 | 1300 1600 | 1700 2290 | 1275 33 3284 | 3484 3509 3815
NOTE: 1.5-2T:free lifted height 384mm increased without backrest. 7ZSM540| 5400 1050 1150 1250 1400 2425 1410 33 3312 3512 3537 3843
ZSME00| 6000 800 900 1000 | 1100 2640 | 1625 33 3355 | 3555 3580 3886
ZSME50| 6500 700 800 900 1000 2830 | 1815 33 3393 | 3593 3618 3924
NOTE:1.5-2T:free lifted height 364mm increased without backrest.
1.5-2T:free lifted height 364mm increased without backrest when assemble with pulley block.
Lithium-ion Products Range  27-28



-39t

G3 Series Dual-drive
Lithium Battery Powered

Forklift Truck

www. heliforklift.net

Manufacturer’ s Data and Design Characteristics

Characteristics
1.01 | Manufacturer

1.02 | Model CPD30 CPD35
1.03 | Configuration number GD2DLI GD2DLI
1.04 | Rated capacity Q kg 3000 3500
1.05 | Load center distance c mm 500 500
1.06 | Load distance, center of drive axle to fork X mm 463 468
Weight
2.01 | Totalweight (with/without battery) kg 5310/4800 5680/5170
Tyres
3.01 | Tyretype Solid tyres
3.02 | Tyre size,front 23x10-12 23x10-12
3.03 | Tyre size,rear 200/50-10 200/50-10
3.04 | Wheels,number front/rear (x=driven wheels) 2%/2 2%/2
3.05 | Tread, front b10 mm a75 g75
3.06 | Tread, rear b1l mm 990 990
Dimensions
4.01 | Masttilt angle (forward/backward) a/B ° 6/8 6/8
4.02 | Height (mast lowered) h, mm 2155 2155
4.03 | Free lifting height h, mm 145 150
4.04 | Lifting height (standard) h; mm 3000 3000
4.05 | Max. height,extended h, mm 4217 4217
4.06 | Heightof overhead guard h, mm 2260 2260
4.07 | Overall length (with fork) 11 mm 3617 3622
4.08 | Overall length (without fork) L, mm 2547 2552
4.09 | Truck body width/Truck wheel width b, mm 1195/1222 1195/1222
4.10 | Fork carriage,DIN standard 3A 3A
4.11 | Fork size:thickness x width x length sfefl mm 45/125/1070 50/125/1070
4,12 | Distance between fork-arms, Max./Min. b, mm 1060/250 1060/250
4.13 | Min. outside turning radius W, mm 2150 2150
Performance Data
5.01 | Travel speed (laden/unladen) km/h 19/20 19/20
5.02 | Lift speed (laden/unladen) mm/s 0.5/0.63 0.44/0.54
5.03 | Lowering speed (laden/unladen) mm/s 0.55/0.45 0.55/0.45
5.05 | Max.gradeability (laden/unladen) % 21/29 20/27
Lithium Battery
.01 | Lithium battery voltage/Capacity V/Ah 80/404 80/404
.02 | Lithium battery weight (Min./Max.) kg 510,550 510/550
Motor and controller
7.01] Driving motor powering (S2-60min) kw 8X2 8x2
7.02 | Lifting motor powering (S3-15%) kw 25.5 255
Addition data
8.01 | Type ofdrive control ZAPI

Lithium-ion Products Range
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G3 Series Dual-drive Lithium Battery
Powered Forklift Truck

-l o CPD35
|1_‘ Ast: ERiREEEE ke
j : |a el - N CPD30
—————= 6 HERE =y [~
LEJ # be: smese E — \:
| T
—~ S 2000
2 5} o
1500
1000
0 500 700 200 1100
LOAD CENTER(mm)
{ | Note: The vertical axis stands for load capacity and the horizontal axis stands for load center which is calculated

from the front surface of the forks to the gravity of the standard load. the standard load means a cubic with

1000mm edge length. When mast is tilted forward, using non-standard forks or loading large goods, the load

capacity will be reduced. The load capacity of standard mast at different load center can be known from this

load chart.

Mt Max lifting height load capacity (load center 500mm)(kg)  |mast overall height (fork to the ground){(mm)|  free lifting height (with backrest){mm) weight(kg) Fork tilt angle
model i) 3t 3.5t 3t h 3.5t 3t . 35t 3t 35t WWonyearialp £
M200 2000 3000 3500 1655 1655 145 150 5202 B572 6/8
M250 2500 3000 3500 1905 1905 145 150 5260 5630 6/8
M270 2700 3000 3500 2005 2005 145 150 5275 5645 6/8
M300 3000 3000 3500 2155 | 2155 145 | 150 5310 5680 6/8
M330 3300 3000 3500 2305 2305 145 150 5341 5711 6/8
M350 3500 3000 3500 2405 | 2405 145 | 150 5346 5716 6/8
M370 3700 3000 3500 2505 2505 145 150 5348 5718 6/5
M400 4000 3000 3500 2705 2705 145 150 5448 5818 6/5
M425 4250 3000 3500 2830 2830 145 150 5471 5841 6/5
M450 4500 3000 3400 2955 2955 145 150 5495 5865 6/5
M475 4750 2900 3250 3180 3180 145 150 5519 5889 6/5
M500 5000 2800 3100 3205 . 3205 145 . 150 5543 5913 6/5
M550 5500 2600 2900 3505 3505 145 150 5638 6008 3/5
M&00 6000 2100 2100 3755 3755 145 150 5684 6054 3/5

WIDE VIEW FULL FREE 2-STAGE MAST

it Max. lifting height load capacity (load center 500mm)(kg)  |mast overall height (fork to the ground){(mm)|  free lifting height (with backrest){mm) weight(kg) Farklitange

model {mir) 3t 3.5t 3t 3.5t 3t 35t 3t 35t frajcanap ©
ZM200 2000 3000 3500 1655 1655 470 475 5216 5586 6/8
ZM250 2500 3000 3500 1905 1905 720 725 5282 5652 6/8
ZM270 2700 3000 3500 2005 2005 820 825 5304 5674 6/8
ZM300 3000 3000 3500 2155 2155 970 975 5330 5700 6/8
ZM330 3300 3000 3500 2305 | 2305 1120 | 1125 5361 5731 6/8
ZM350 3500 3000 3500 2405 2405 1220 1225 5368 5738 6/8
ZM370 3700 3000 3500 2505 2505 1320 1325 5374 5744 6/5
ZM400 4000 3000 3500 2705 2705 1520 1525 5478 5848 6/5
ZM425 4250 2900 3400 2830 2830 1645 1650 5496 5866 6/5
ZM450 4500 2900 3300 2955 2955 1771 1775 5522 5892 6/5
ZM4TS 4750 2800 3150 3180 3180 1995 2000 5538 5908 6/5
ZM500 5000 2700 3000 3205 3205 2020 2025 5563 5933 6/5
ZMB50 5500 2500 2800 3505 . 3505 2320 . 2325 5649 6018 3/5
ZMB00 6000 2000 2000 3755 3755 2570 2575 5672 6042 3/5

NOTE:3-3.5t: free lifted height 396mm increased without backrest.
WIDE VIEW FULL FREE 3-STAGE MAST

it Max. lifting height load capacity (load center 500mm)(kg)  |mast overall height (fork to the ground){(mm)|  free lifting height (with backrest){mm) weight(kg) Farklitange
model i) 3t 3.5t 3t . 3.5t 3t . 35t 3t 35t ontiajalp &)
ZSM360 3600 3000 3500 1895 1895 710 715 5407 57717 6/5
ZSM400 4000 3000 3400 2030 2030 845 850 5444 5814 6/5
ZSM435 4350 2950 3300 2145 2145 960 965 5481 5851 6/5
ZSM450 4500 2900 3200 2195 | 2195 1010 | 1015 5496 5866 6/5
ZSM470 4700 2850 3100 2245 2245 1060 1065 5501 5871 6/5
ZSM480 4800 2800 2950 2295 | 2295 1110 | 1115 5827 5897 6/5
ZSM500 5000 2600 2700 2355 2355 1170 1175 5855 5925 6/5
ZSM540 5400 2400 2550 2505 2505 1320 1325 5592 5962 3/5
ZSMe00 6000 2000 2150 2720 2720 1535 1540 5696 6066 3/5
ZSM6B50 6500 1600 1900 2905 2905 1720 1725 5752 6122 3/3
ZSMT00 7000 1300 1500 3155 3155 1970 1975 5844 6214 3/3

NOTE:3-3.5t: free lifted height 396mm increased without backrest.
Lithium-ion Products Range  31-32
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6-2t

G2 Series Lithium-ion

Reach Truck
(Sit-down)

Manufacturer’ s Data and Design Characteristics

Character
1.01 Manufacturer
1.02 | Model CQD16 CQD20
1.03  Configuration number GB3sSLi GB3S Li
1.04  Load capacity Q | ke 1600 2000
1.05 | Load center distance C | "mm 6500 6500
Tyre
2.01 | Track width (bearing wheels) | b3 | mm 1157 1143
2.02  Size of bearing wheel mm $285x100 $330x100
2.03  Size of driving wheel mm ©343x114 $343x114
Size
3.01 Lifting height of standard mast h3 | mm 4600 4600
3.02  Freelift h2 | mm 1280 1280
3.03  Mast height, lowered hl | mm 2314 2314
3.04  Fork size:thickness X width X length sfefll mm | 40x122x1150 | 40x122x1150
3.05  Fork adjusting width mm 244~T724 244~724
3.06 Forktilt angle (front/rear) af | ° 2°/4° 2°/4°
3.07 | Fork sideshifting ["mm 475 +75
2.08  Truck body length (fork excluded) L | mm 1840 1042
3.09 Truck body width bl | mm 1270 1270
3.10 | Distance between support arms b2 | mm 900 900
3.11 | Reachdistance L4 | mm 606 620
3.12 Height of overhead guard (cab) h4 | mm 2215 2215
3.13  Ground clearance, below mast m2 | mm 75 75
3.14 Turningradius Wa  mm 1689 1751
3.15 Load distance, centre of support arm wheel to face of forks X | mm 369 383
3.16 Aisle width with pallet 1200 x 1200 across forks Ast | mm 2914 2965
3.17 | Aisle width with pallet 1000 x 1200 across forks Ast | mm 2760 2810
Performance
4.01 | Travelling speed: with/without load km/h 11/12 12/14
402 Lifting speed: with/without load m m/s|  0.34/0.53 0.35/0.55
403 Lowering speed: with/without load Imm/s 0.5/0.5 0.5/0.5
© Weight ; '
5.01  Total weight (with battery) kg | 3460 3650
Battery
6.01 | Battery voltage/capacity V/Ah 48/404 48/404
6.02 Battery weight kg 430 565
Motor and controller
7.01 | Drive motor power(S2-60min) kw 6 8
7.02  Lifting motor power(53-15%) kw 11 125
7.03 [ Steering motor power(S3-50%) [ kw 0.4 0.4
Other
8.01 Type of drive control INMOTION
NOTE: *Detailed information about battery, please contact our salesmen or engineer.

hi1
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www. heliforklift.net

Ast:Right angle stacking aisle width

a:Clearance a=200mm
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LOAD CENTER(mm)

Note: The vertical axis stands for load capacity and the horizontal axis stands for load center which is calculated from

the front surface of the forks to the gravity of the standard load. the standard load means a cubic with 1000mm edge

length. When mast is tilted forward, using non-standard forks or loading large goods, the load capacity will be

reduced. The load capacity of standard mast at different load center can be known from this load chart.

Lithium-ion Products Range

33-34



G2 Series Lithium-ion
Reach Truck(Sit-down)

WIDE VIEW FULL FREE 3-STAGE MAST

Free lifting

Max. Load capacity Mast overall height Fork tilt
Mast lifting (load center 600mm)(kg) height (mm) ba(“:"ﬂrté‘st} Service weight(kg) s
model height (mm) | (front/rear)

Lo CQD16-GB3SL CQD20-GB3SLi 162t 162t CQD16-GB3SL CQD20-GB3SLi o/
ZSM460 4600 1600 2000 2314 1280 3460 3650 2°/4°
ZSM480 4800 1600 2000 2381 1340 3480 3670 2°/4°
ZSM540 5400 1600 2000 2581 1540 3540 3730 2°/4°
ZSM5T0 5700 1550 1900 2681 1640 3565 3755 2°/4°
ZSMB30 6300 1500 1900 2881 1840 3625 3815 2°/4°
ZSMBT5 6750 1450 1800 2982 1940 3660 3850 /4
ZSMT00 7000 1400 1700 3065 2030 3680 3870 2°/4°
ZSMT15 7150 1400 1700 3115 2080 3695 3885 2°/4°
ZSMT50 7500 1300 1700 3232 2190 3730 3920 2°/4°
ZSM800 8000 1200 1500 3398 2360 3780 3970 2°/4°
Z5M850 8500 1100 1300 3564 2530 3825 4015 /4
ZSM900 9000 900 1100 3730 2690 3875 4065 2°/4°
ZSMOs50 9500 800 1000 3898 2860 3920 4110 2°/4°
ZSM1000 10000 - 850 4064 3030 s 4160 2°/4°
ZSM1050 10500 - 800 4230 3190 s 4205 2°/4°
ZSM1080 10800 - 750 4330 3290 s 0235 2°/4°
Z5M1100 11000 - 700 4398 3360 - 4255 2[4
ZSM1150 11500 - 650 4564 3530 = 4305 2°/4°
ZSM1200 12000 - 550 4730 3690 = 4350 2°/4°
ZSM1250 12500 - 500 4898 3860 = 4400 2°/4°

Note:The free lift height is 4600mm-6300mm when the truck is not assembled with backrest.
The free lift height is 175mm increased and other height is 25mm increased.

WIDE VIEW MAST

Max. Load capacity Mast overall Fork tilt
Mast lifting (load center 600mm)(kg) height (mm) Service weight(kg) angle
model height (front/rear)
AL CQD16-GB35Li CQD20-GB35Li 1.6-2t CQD16-GB3sLI CQD20-GB3sLi a/p
M290 2900 1600 2000 2200 3235 3425 /4
M320 3200 1600 2000 2350 3250 3440 2°/4°
M360 3600 1600 2000 2550 3280 3470 /4
M3B0 3800 1600 2000 2650 3295 3485 x4
M400 4000 1600 2000 2750 3310 3500 2°/4°
M420 4200 1600 2000 2850 3325 3515 2°/4°
M440 4400 1600 2000 2950 3335 3525 2°/4°
M4&0 4600 1600 2000 3050 3390 3580 2°/4°
M500 5000 1500 1900 3250 3420 3610 /4

Lithium-ion Products Range  35-36



1.5-1.8t

G2 Series Lithium Battery
Powered Reach Truck
(Stand-on type)

www. heliforklift.net

Manufacturer’ s Data and Design Characteristics

~ Character
1.01 | Manufacturer
1.02 | Model CQD15 cQD18
103 | Configuration number GD2RLI GE2RLI GD2RLI | GE2RLI
1.04 | Load capacity ‘ Q ‘ kg 1500 1800
1.05 | | oad centerdistance (o] mm 500
1.06 | Power mode Lithium Battery
1.07 | Driving mode Stand-on
1.08 | Wheel base [y | mm 1335 | 1500
Tyre
2.01 | Tyretype Polyurethane
2.02 | Wheels number,drive/caster/load(¥=driven wheels) 1x/2/2
2.03 | Track width,load [ b3 mm 976
2.04 | Wheelsize, load mm @254x114
2.05 | Wheelsize, drive mm 2330x114
2.06 | Wheel size, caster mm B178x76
Size
3.01 | Lifting height of standard mast h3 mm 3200 3200
3.02 | Freelift h2 mm 115 115
3.03 | Mast height, loweraed hl mm 2355 2355
3.04 | Forksize, thickness/width/length sfefl mm 35x100x920 35x100x920
3.05 | Fork adjusting width mm 200~~628 200~628
3.06 | Fork sideshifting mm +55 +55
3.07 | Truck body length(fork excluded) L mm 1721 1886
3.08 | Truck body width bl mm 1090 1090
3.09 | Distance between support arms b2 mm 772 772
3.10 | Reach distance 14 mm 550 635
3.11 | Height of overhead guard h4 mm 2250 2250
3.12 | Ground clearance,below mast m2 mm 80 80
3.13 | Turning radius Wa mm 1615 1775
3.14 | Load distance,centre of support arm wheel to face of forks X mm 329 414
3.15 | Aisle width with pallet 1100Lx1100W,clearance 200 Ast mm 2760 2855
3.16 | Aisle width with pallet 1000Lx1100W,clearance 200 Ast mm 2680 2775
s Pe rforma nce = 24 3 v = L
4.01 | Travelling speed,with/without load km/h 10/10.5 10/10.5
4.02 | Lifting speed,with/without load mmy/s 0.31/0.5 0.3/0.5
4.03 | Lowering speed,with/without load mmys 0.5/0.5 0.5/0.5
4.04 | Reach speed,with/without load mmy/s 0.11/0.11 0.11/0.11
4.05 | Maximum climbing ability,with/without load % 10/15 10/15
Weight
5.01 | Totalweight(with battery) kg | 2595 2645
Battery
6.01 | Batteryvoltage/capacity k5 V/Ah 48/345 48/360
6.02 | Battery weight kg 630 675
6.03 | Battery box dimension mm 1020x%359%629 1020x439x629
Maoter and controller
7.01 | Drive motor power kw 5 5
7.02 | Lifting motor power kw 10 10
7.03 | Steering motor power kw 0.6 0.6
7.04 | Type of driving control MOSTET/AC
7.05 | Type of lifting control MOSTET/AC
7.06 | Type of steering control MOSTET/AC
7.07 | Transmission box HELI special transmission box
7.08 | service brake Electrical
7.09 | Hydraulic system working pressure [ Mpa 16.5 18.5
NOTE: Detailed information about battery,please contact our salesmen or engineer
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G2 Series Lithium Battery Powered
Reach Truck(Stand-on type)

Load curve
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Note: The vertical axis stands for load capacity and the horizontal axis stands for load center which is calculated
from the front surface of the forks to the gravity of the standard load. the standard load means a cubic with

1000mm edge length. When mast is tilted forward, using non-standard forks or loading large goods, the load

capacity will be reduced. The load capacity of standard mast at different load center can be known from this load

chart.

WIDE VIEW FULL FREE 3-STAGE MAST

WIDE VIEW MAST

Vg | Liftingheight (mm) '€ “Z;”rﬁ}mght E:ﬂiﬁ:ﬁ;iﬁ:} Load capacityg) | Forklt Vg | Liftingheight (mm) | T ”?:j}height lfi:z:;;f:;‘} Load capacitykg) | Fork it
model (front/rear) model (front/rear)
CcQD15 | CQD18 = CQDI5 | CQD18 = CQD15 | CQDI8 & €QD15 | CQDI1S Bk COD15 = CQD18 | CQD15 | CQD18 | CQD15 | CQD18 | CQDI5 | CQD18 2

ZSM460 4600 4600 1280 1280 2319 2319 1400 1700 2°/4° M290 2900 2900 115 115 2300 2300 1500 1800 20/4°
ZSM480 4800 4800 1340 1340 2386 2386 1400 1700 2°/4° M320 3200 3200 115 115 2450 2450 1500 1800 20/4°
ZSM500 5000 5000 1400 1400 2453 2453 1400 1550 2°/4° M360 3600 3600 115 115 2650 2650 1500 1800 20/4°
ZSM540 5400 5400 1540 1540 2586 2586 1250 1450 2°/4° M380 3800 3800 115 115 2750 2750 1500 1800 20/4°
ZSM5T0 5700 5700 1640 1640 2686 2686 1150 1350 2°/4° M400 4000 4000 115 115 2850 2850 1500 1800 20/4°
ZSME00 6000 6000 1740 1740 2786 2786 1050 1250 2°/4° M420 4200 4200 115 115 2950 2950 1450 1750 20/4°
ZSMB30 6300 6300 1840 1840 2886 2886 950 1150 2°/4° M440 4400 4400 115 115 3050 3050 1400 1700 20/4°
ZSMB50 6500 6500 1905 1905 2953 2953 850 1050 2°/4° M460 4600 4600 115 115 3150 3150 1400 1700 20/4°
ZSMETS 6750 6750 1940 1940 2987 2987 750 950 2°/4° M500 5000 5000 115 115 3350 3350 1400 1550 20/4°

MEMO
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